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PRE2000W2-4 Twin element hot water tank system  
PRE2000CU3  PRE2000PU3  PRE2000SR3 PRE2000PIU

Wiring diagram  page 1 of 1

Due to our policy of continuous improvement, we reserve the right to change specifications without notice.  
All information was correct at time of when this product file was produced - February 2023

Off peak mains supply

On peak mains supply

PRE2000SR3
Slave relay

L1

PRE2000PU3
Power unit

L2

PRE2000CU3
Head unit

Suitably rated double pole 
switched fused isolator

Suitably rated double pole 
switched fused isolator

4 Core

RJ45 patch lead
connection

WD-144_22_03_2023 
PRE2000W2-4 

PRE2000CU3_PU3_SR3_P
UI_standard twin element 

wiring digram-66

Sensor

Sensor

Sensor mounting area

Sensor mounting area

Mount the top sensor level with 
the uppermost edge of the top 

element 
Mount the bottom sensor level 
with the uppermost edge of the 

bottom element. 
Sensors should be mounted no 

closer than 200mm from the 
closest edge of an element.

200mm 
MIN

200mm 
MIN

Lower
Element

Upper
Element

6 Core alarm low voltage cable
60V RMS 1 Amp (not supplied)

6m maximum 
NOTE: Do not use solid core 

CAT5/6 cable.

PRE2000PIU
Probe Interface

Unit


